
F1BUltra-Low Humidity Dry Cabinet
High efficiency drying system can reach 0.1~1%RH                    Slide drawer design                                           ESD safe 10~10
Colorful pocket bins for classification                                            RS-232 interface for data recording                  Build-in RH & Temp. alarm in display panel
Calibration reminder                                                                      Lockable doors                                                  Free Humidity Manager software
Modular dryer and display panel design

Features:
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F1B-600 F1B-1200-6

Storage Bin:Red x3  Greyx1  Yellow x1 Storage Bin:Red x6  Greyx2  Yellow x2

F1B-200 F1B-400

Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 425W; Ave.135Wh
Storage Bin:Red x2Storage Bin:Red x1

Address:27, Gongye 5th Road, Hsinchu Industrial Park, 30352 Taiwan
DS160506E-1

Drawer: 1 pc (E type) Drawer: 2 pcs (E type) Drawer: 3 pcs (E type) Drawer: 6 pcs (E type)

Storage Bin:Red x3  Greyx1  Yellow x1 Storage Bin:Red x6  Greyx2  Yellow x2
Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 285W; Ave. 83Wh Power Consumption:  Max. 425W; Ave.135Wh

Storage Bin:Red x2Storage Bin:Red x1

Drawer: 1 pc (E type) Drawer: 2 pcs (E type) Drawer: 3 pcs (E type) Drawer: 6 pcs (E type)

F1BUltra-Low Humidity Dry Cabinet

Display Panel 

Data Logger   GT02(optional) 
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Address:27, Gongye 5th Road, Hsinchu Industrial Park, 30352 Taiwan
DS160524E-1

F1BUltra-Low Humidity Dry Cabinet
Drawer types:( optional )

Capacity:54 pcs of  7” reel
(thickness<10mm) as max.

Capacity:54 pcs of  7” reel
(thickness<10mm) as max.

Drawer Capacity:27 pcs of  13” reel
(thickness<10mm) as max.

Capacity:27 pcs of  13” reel
(thickness<10mm) as max.

A B C D E

Accessories (optional) :

P/N:0-60-2000-51

F

P/N:0-60-2000-26 P/N:3-20-0069-01P/N:0-60-2000-31 P/N:0-60-2000-36 P/N:0-60-2000-46

Divider :                      pcs Divider :                      pcs Divider :                      pcs Divider :                      pcs

Divider :                      pcs

Divider :                      pcs

a a b b c

d

a(options) a(options) b(options)
b(options)

Data Logger   GT02 Nitrogen control module QDN Alarm towerFlow Meter(1-25L/min)




